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SAILING DIRECTIONS CORRECTIONS

PUB 191               8 Ed 1996                      LAST NM 32/00
Page 55—Lines 48 to 57/R; read:
0.0 Entree de la Deroute (48˚54'N., 1˚55'W.) separates Iles
Chausey from Plateau des Minquiers. This channel is 3.5 to
5 miles wide, but is not generally used due to the strong and
erratic tidal currents. It leads into Passage de la Deroute.
0.0 Caution.—Several dangerous wrecks, which may best be
seen on the local chart, lie in the approaches to Entree de la
Deroute, Passage de la Deroute, and Deroute de Terre.
0.0

0.0 3.37 The coast between Cap de Carteret and Cap de
Flamanville, 9.5 miles NNW, consists of dunes and sandy
beaches, separated by rocky points. Pointe du Rozel, located
6 miles NNW of Cap de Carteret, is the most notable.

Cap de Flamanville (49˚31'N., 1˚53'W.), surmounted by
the ruins of a disused signal station, consists of a high, steep
cliff.

Two towers of a nuclear power station stand 1 mile N of
the cape and are very conspicuous from seaward. A small
basin lies close W of these towers. The narrow entrance,
which faces NW, is located at the S end.

(Fr SD C 2.2) 33/00

Page 56—Lines 4 to 6/L; read:
0.0 Basse Bihard, with a least depth of 2m, lies about 2.6
miles offshore, 4.8 miles S of Cap de Flamanville.
0.0 Anse de Vauville (49˚37'N., 1˚55'W.), between Cap de
Flamanville and Nez de

(Fr SD C 2.2) 33/00

Page 56—Lines 11 to 28/L; read:
of Biville can be seen.
0.0 The bay provides shelter during winds from the N through
E, to S. Anchorage can be taken in the SE part about 2.5
miles NNW of Dielette. The area has depths of 8 to 15m,
sand and gravel, poor holding ground.
0.0 Dielette (49˚33'N., 1˚52'W.), a small drying harbor, lies in
the S part of the bay, 2 miles NNE of Cap Flamanville. It is
used by small craft and fishing vessels.
0.0 Caution.—A firing danger area lies within Anse de
Vauville and extends up to 4 miles from the coast. The N
limit lies 1.7 miles S of Nez de Jobourg and the S limit lies
3.4 miles N of Cap de Flamanville.
0.0 A prohibited anchorage area, in which navigation is
restricted, lies adjacent to the entrance of the basin fronting
the nuclear power station, N of Cap de Flamanville. This
area extends up to 0.6 mile offshore and is marked by buoys.
0.0 Local magnetic anomalies may occur in the vicinity of
Dielette.
0.0

0.0 3.38 Nez de Jobourg(49˚41'N., 1˚56'W.), a promontory
127m high, is fronted by a steep cliff and surmounted by the
ruins of an old signal station.

A radar surveillance station is situated 1.5 miles NE of this
promontory.

A conspicuous chimney, 100m high, and several buildings
of an atomic energy reprocessing plant stand on the summit

of the high land, 2.5 miles E of Nez de Jobourg. It is reporte
that this chimney can be easily identified on radar wh
approaching from the W before the surrounding land appe
above the horizon.
0.0 Basses de la Dossiere, a group of below-water and dry
rocks, fronts Nez de Jobourg and extends up to about
miles NW. Basse du Rhin, the NW most rock, has a depth
2.2m.
0.0 Les Huquets de Jobourg(49˚39'N., 1˚57'W.), a reef with
below-water and drying rocks, lies centered 1.5 miles S
Nez de Jobourg and is about 1 mile long. The highest rock
the group dries 5m and lies on the S side.
0.0 Basses Saint-Gilles, with a least depth of 2.3m, lies abo
1.5 miles SSW of Nez de Jobourg and is separated from
W end of Les Huquets de Jobourg by a passage about
mile wide.
0.0 Huquets de Vauville, a small group of drying rocks, lies
miles SSE of Nez de Jobourg and about 0.3 mile E of the
end of Les Huquets de Jobourg. The highest rock dries 5.4
0.0 Caution.—An area within which diving, anchoring, or
fishing are prohibited lies in the N part of Anse de Vauvill
and extends up to 2 miles S of Nez de Jobourg.

(Fr SD C 2.2) 33/00

Page 56—Lines 1 to 27/R; strike out.
(NIMA) 33/00

Page 104—Lines 28 to 34/L; read:
0.0 Fecamp, lying in a valley close S of Point Fagnet, is
small port with facilities for commercial vessels, fishin
boats, and pleasure craft. The harbor consists of Avant-p
Arriere-port, Bassin de Mi-Maree and two non-tidal basins

(Fr SD C 2.1) 33/00

Page 104—Lines 37 to 54/L; read:
visibility is only temporary.
0.0 With strong winds from the SW through N to NE
especially with an ebb current, a dangerous bar form
between the jetties, which may at times completely block t
entrance. The effect of a strong swell is felt in the entran
channel, but gradually weakens in Avant-port and Arrier
port.
0.0 Winds from the ENE through S to WSW, may result i
reduced visibility, especially in cold weather.
0.0 Tides—Currents.—Tides at the port rise about 8.3m a
MHWS and 6.8m at MHWN.
0.0 Off the entrance jetties, the NNE-going flood current run
from about 4 hours before HW at the harbor until HW. Th
SSW-going ebb current starts about 30 minutes after HW
the harbor. The flood current may attain a rate of 2.9 knots
springs. The ebb current is weaker. At about 140m within t
jetty heads, the currents flow with the channel. Both curren
attain rates of 1 knot at springs and 0.5 knot at neaps.
0.0 Depths—Limitations.—The entrance channel is 70m
wide and lies between two parallel jetties. The N jetty stan
on the SW edge of the drying rocks fronting Pointe Fagn
A shingle beach extends S from the S jetty.
Page 1



0.0 Avant-port is located on the S side of the entrance channel
and has a depth of 1.5m. There is a quay, 150m long, at the E
side, but a marina occupies most of this basin.
0.0 Bassin Berigny is entered at the SE side of Avant-port
through a gate, 16.5m wide, with a sill depth of 1.3m. This
basin is used by fishing vessels and pleasure craft.
0.0 The entrance channel leads directly into Arriere-port, the
inner harbor, through a passage, 40m wide, with a depth of
1.5m. A quay, 250m long, is situated in the S part of this
harbor. It is dredged alongside to a depth of 7m and used by
commercial vessels. The remainder of the harbor is used by
fishing vessels and pleasure craft.
0.0 Bassin Freycinet is entered from Arriere-port via Bassin
de Mi-Maree. The passage leading into Bassin de Mi-Maree
is 20m wide and is spanned by a revolving bridge. The gate
at the entrance of Bassin Freycinet is 18m wide and has a sill
depth of 0.8m. The basin has 450m of berthage with depths
up to 6.3m alongside.
0.0 Due to the difficulty of maneuvering in the entrance
channel, vessels are limited to a length of 100m. Vessels can
be accommodated with drafts up to 7m at springs and 5.5m
at neaps.
0.0 Aspect.—The chapel of Notre-Dame-du-Salut, with a
black roof; a television mast; and a signal station, consisting
of a disused light tower surmounted by a blockhouse, are
situated in the vicinity of Pointe Fagnet and are conspicuous
from seaward. A prominent chimney stands 0.8 mile E of the
point. The

(Fr SD C 2.1; Fr NM 15/00 ) 33/00

Page 104—Lines 1 to 27/R; strike out.
(NIMA) 33/00

Page 104—Lines 57 to 59/R; read:
about 0.6 mile.
0.0 Directions.—A lighted range, bearing 082˚, indicates the
approach to the harbor. However, it is reported that the lights
of the town make the range lights difficult to distinguish.
0.0 It is recommended that vessels enter at the end of the flood
current about 30 minutes before HW, which is the time of
slack water.
0.0 After approaching the entrance using the range, vessels
should adjust course to about ENE in order to pass as close
N as possible to the head of the S jetty. This approach allows
for the yaw as the bow enters slack water while the stern
remains in the current. The effect of any swing should result
in the vessel lining up with the entrance channel.
0.0 Caution.—Entry is often difficult with strong offshore
winds or with a strong swell from the W. See Winds and
Weather.
0.0 Tidal heights at the port may be effected by strong winds.
0.0 Depths in the entrance channel may be less than charted
due to the accumulation of silt and shingle.

(Fr SD C 2.1; NIMA) 33/00

Page 105—Lines 1 to 15/L; strike out.
(NIMA) 33/00
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